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Dear Mr. Davied: 

On May 14-18, 2007, representatives of the Pipeline and Hazardous Materials Safety 
Administration (PHMSA) and Minnesota Office of Pipelines Safety (MNOPS) pursuant to 
Chapter 601 of 49 United States Code inspected Magellan's Pipeline Company, LP's 
(Magellan) procedures for Operations and Maintenance in Tulsa, Oklahoma. 

On the basis of the inspection, PHMSA has identified the apparent inadequacies found 
within Magellan's plans or procedures, as described below: 

ttt195. 402 Procedural manual for operations, maintenance, and emergencies. 

(a) General. Each operator shall prepare and follow for each pipeline system a 
manual of written procedures for conducting normal operations and maintenance 
activities and handling abnormal operations and emergencies. This manual shall 
be reviewed at intervals not exceeding 15 months, but at least once each calendar 
year, and appropriate changes made as necessary to insure that the manual is 
effective. This manuai shall be prepared before initial operations of a pipeline 
commence, and appropriate parts shall be kept at locations where operations and 
maintenance activities are conducted. 



Magellan's procedures need lo specify that appropriate parts of the procedural manual will be 
made available at locations where OS)VI activities are ccmlucted. 

$195. 402 Procedural manual for operations, maintenance, and emergencies. 

(c) Maintenance and normal operations. The manual required by paragraph (a) of 
this section must include procedures for the following to provide safety during 
maintenance and normal operations: 
(3) Operating„maintaining, and repairing the pipeline system in accordance with 
each of the requirements of this subpart and subpart H of this part. 

A. $195. 21 4 Welding procedures 

(b) Each welding procedure must be recorded in detail, including the 
results of the qualifying tests. This record must be retained and followed 
whenever the procedure is used. 

Magellan's procedures need lo specify that each welding procedure will be recorded in 

detail including results of the qualifying tests and that the record will be retained and 
followed whenever the procedure is used. 

B. ()195. 228 Welds and welding inspection: Standards of acceptability. 

(a) Each weld snd welding must be inspected to insure compliance with 
the requirements of this subpart. Visual inspection must be supplemented 
by nondestructive testing. 

Magellan's procedures containing the Piping Maldx Table need to be updated to add 
that DOT regulated piping will be inspected by visual examination as required in WE- 
ADM-003. 

C. ()195. 228 Welds and welding inspection: Standards of acceptability 

(b) The acceptability of a weld is determined according to the standards in 
Section 9 of API 1104. However, if a girth weld is unacceptable under those 
standards for a reason other than a crack, and if Appendix A to API 'l104 
(ibr, see () 195. 3) applies to the weld, the acceptability of the weld may be 
determined under that appendix. 

Magellan's procedures need to be updated by changing the current reference to section 
6 of API 1104 to secbon g. 

5195. 302 General requirements. 

(a) Except as otherwise provided in this section and in t)195. 305(b), no 
operator may operate a pipeline unless it has been pressure tested under 
this subpart without leakage. In addition, no operator may return to service 
a segment of pipeline that has been replaced, relocated, or otherwise 
changed until it has been pressure tested under this subpart without 
leakage. 



Magellan's procedures need io sbecify iha', pipejines will be pressure tested without 
leakage. 

E. $195. 403 Emergency Response TraiP(ng. 

(b) At the intervals not exceeiding 18 months but at least once each 
calendar year, each operator shall: 

(1) Review with personnel their perfprmaince in mestigig ith5 oibjectives of 
the emergency response training p&uigrasi set forth in pafagraf h (a) of this 
section; and 
(2) Slake appropriate changes to the emergency response training program 
as necessary to ensure that it fs eiffecitive 

Magefan's procedures need to specify that Emeraency 1 rairiirig wiiil ibe i;pnqlpcted once 
each calendar year not io exceed 15monihs 

F. 5195. 410 Line markers. 

(a) Except ss provided ini psrag~ra yh (b) of Qyis sectiO5, eaciy operator shall 
place and maintain line markers over each, buried pipeline in, accordance 
with the following: 

('i) Markers must belocafed, steach puL5ic road Croseiitiq. @i each railroagl 
crossinS, and in sufficient. riuutibfr elf ntf the remainder, af saon, buried line 
so "that its locsidon is acqzrately llknown. 

Magsilari's procedures need ts beinio5. 9escfjptiveii(cr placement of line markers along 
'the right-of-way to ensurei hat the liocftj5n, uf fee pipelines is accurately known. 

G. $195:424 Pipe movement. 

(b) Wo operator raay move, sfy iuihalline containing (1')jdy volatile liquids 
where mat:=rials in thslihie~eu(ion hnollv, ed are joinetf by welding unless- 

(1) Movement when the pipqpns dree not contain hi(fhlyi~ola). ;ls liquids is 
impractical; 
(2) The pmcedures of the fperatbr undy: ()195. 40', conte)n precautions to 
protect the p ublic against thel=fazard. i)rr mak ling pipelines coptaining, highly 
voiatile liquids. incl+vfir~g th& its iof, fiarnings, where necessary, to 
evacuate the area close tn%'e1 pipe)ine; and 
(3) The pressure in tfiN;, liru- syeu'j&n ia reduced to the lover of, the 
following: 

i (i) Fifty per ent or less oNherii}axinium opefatingi pressf! re; or 
(ii) The lowest practical'. levsllith@', will, mairiiein the highly volatj(e liquid in a 
liquid state with conti+!ousif)uw, but rbti less that» 50 p. s. i. (345 kPa) 

gi sgeabove th vapor freeeurei ofil ther- ommodity. 

MaLei lan's procedaires needito spec. fythaat wfieni, braving a pjpeline containing highly 
volatile liquids theiil»ree~ressure will bersrb~dj to tfiip lower of&0 aero@it of maximum 



operating pressure or the lowest pi'acucsi level thai will mainfajp the HvL in a liquid 
state. 

H. 5195. 430 Firefighting equipment. 

Each operator shall maintain adequate firsifightfng equiphtent at ~each pump 
station and breakout tank area. The isquipment must lbe- 

(a) In proper operating condition at all times; 
(b) plainly marked so that its identity ak fv(vefightirig iequipinent is clear; 
8tld, 
(c) Located so that it is easily accessilble during a fire. 

Magellan's needs to revise 05-form-0084 Moniiiily and Annual ExtingEjisher Inspection to 
exclude annual ihspection since the annual fiire e@jriguiieher irispectioiis are being 
conducted by a third party. The procedures also need Io specify that firefighting 
equiipmerit will be plainly marked according to the Safety sigh Mal'rix 

I. $195A42 Damage Prevention Program 

(c) The damage prevengor. program irsquired by fjdragrdph (a) of this 
section must„at a mininkim: 

(4) If the Operatar hae buried piipelirhea (Tii Ilhe area Of;eXfiavatiOn aCtiVity. 
provide foi actual notifioktiori ofi persoiks who give notice of their intent to 
excavate of the type M tumpcrury i~ili7ngii 87 'be p~jlibes ehd ihow 10 
ideistify the mairkin9s;. 

Maffallaii's proceciures need to s)Eecik1hu! an excavator will be notified iof the type of 
terriporary markings used andiaowdo'iiienbitvube markioq. 

$195. 585 ' What must I db, to cori e ct true roded pipeg 

(a) General corrosion. Iifipsa find pipe so genfr-;ally cd&kfoded that the 
remaining viEsfi thiciirutfs lie I'e~J. it)ir~f riitet requiv-;d fgr itfb- maximum 
operating piisssurf of ti s p'&sIIi'ridr yiou ~i~st refjui. . e, the p iPe. However, 
you need not rqplece, the pipeiiif )iou- 

(1) Reduce the maxhnum operabnfi preitsure Somrrtensyirate with the 
streitqth afr the ipipe, needyf for surd icpability bast. tl on actual remaining 
wall thickness; or 
(2) Repair the pipe by u rfiet)iiodlithat reliable eng)seering tests and 
analysa s show can perlnanartfy, restori e ther-. ervicegi 1('Ity qf thai pipe. 

(b) Localized corrosiori pitting. lf your find pips that Iks, Itbsjiized corrosion 
pitting to a, 1E. gree thai lssli afdnrigjit - sault„you must replace or repair the 
PIPe, unt ass&you redESui the iriaxjiiriurii operating preerijrei COmmensurate 
with the strength oftfEie pipe bsseolron actitjf remaining, wJI)i' thickness in 
the pits. 



Magellan's procedures need io specify that when general or localized corrosion is 
discovered and the remaining wail thickness is determined to be less than that required 
for the maximum operating pressure the MOP must be reduced accordinglly or the 
pipeline must be repaired or replaced 

3. t)195. 402 Procedural manual for operations, maintenance, and emergencies. 

(c) Maintenance and normal operations. The manual required by paragraph fa) of 
this section must include procedures for the following to provide safety during 
maintenance and normal operations: 

(4) Determining which pipeline facilities are located in areas that would require an 
immediate response by the operator to prevent hazards to the public if the 
facilities failed or malfunctioned. 

Magellan's procedures need to identify areas of their pipelines that are considered immediate 
response areas or reference those immediate response areas located on corresponding strip 
maps. 

4. ()1 95. 402 Procedural manual for operations, maintenance, and emergencies. 

(c) Maintenance and normal operations. The manual required by paragraph (a) of 
this section must include procedures for the following to provide safety during 
maintenance and normal operations: 

(7) Starting up and shutting down any part of the pipeline in a manner designed to 
assure ~ion-erithm ~ fimits TeustvitnnJ try patragtaffh @95. S09, consi0er the 
hazardous liquid or carbon dioxide in transportation, variations in altitude along 
the pipeline, and pressure monitoring and control devices. 

Magellan's procedures need to specify that during start up and shutdown of pipelines, line 
pressures shall not exceed 110percent of MOP. 

5. ()195402 Procedural manual for operations, maintenance, and emergencies. 

(d) Abnormal operation. The manual required by paragraph (a) of this section 
must include procedures for the foilowing to provide safety when operating 
design limits have i)een exceeded; 

(2) Checking variations from normal operation after abnormal operation has 
ended at sufficient critical locations in the system to determine continued integrity 
and safe operation. 

Mageiian's procedures need to include a provision for c'neckmg the pipe'line at sufficient critical 
locations when transitioning from abnormal to normal oceraticns. 

()195. 402 Procedural manual for operations, maintenance, and emergencies. 

(d) Abnormal operation. The manual required by paragraph (a) of this section 
must include procedures for the following to provide safety when operating 
design limits have been exceeded, ; 



(5) Periodically reviewing the response of operator personnel to determine the 
effectiveness of the procedures controlling abnormal operation and taking 
corrective action where deficiencies are found. 

Magellan's procedures need to specify that reviews for the response of operator personnel to 
determine the effectiveness of the procedures controlling abnormal operation will be conducted. 

7. 5195. 402 Procedural manual for operations, maintenance, and emergencies. 

(e) Emergencies. The manual required by paragraph (a) of this section must 
include procedures for the following to provide safety when an emergency 
condition occurs: 

(4) Taking necessary action, such as emergency shutdown or pressure reduction, 
to minimize the volume of hazardous liquid or carbon dioxide that is released from 
any section of a pipeline in the event of a failure. 

(5) Control of released hazardous iiquid or carbon dioxide at an accident scene to 
minimize the hsizards, including possible intentional ignition in the cases of 
flammable highly uoiati)e liquid. 

Magellan's procedures need tc addlress minimizing the volume of a spill during an einergency 
response. 

8. ()195. 402 Procedural manual for operations, maintenance, and emergencies. 

(e) Emergencies. The manual required by paragraph (a) of this section must 
include procedures for the following to provide safety when an emergency 
condition occurs; 

(6) Minimization of pubfic exposure to injury and probability of accidental ignition 
by assisting with evacuation of residents and assisting with halting traffic on 
roads and railroads in the affected area, or taking other appropriate action. 

Magellan's procedures need to address how raiilroad traffic will be handled during emergency 
events. 

Res onse to this Notice 

This Notice is provided pursuant to 49 U. S. C. g 60108(a) and 49 C. F. R. g 190. 237. Enclosed 
as part of this Notice is a document entitled Response Options for Pipeline Operators in 
Compliance Proceedings. Please refer to this document arid note the response options. Be 
advised that ail material you submit iri response lo this enforcement action is subject to being 
made publicly available. If you believe that any portion of your responsive material qualifies for 
confidential treatment under 5 U. S. C. 552(b), along with the complete original document you 
must provide a second copy of the document with the portions you believe qualify for 



confidential treatment redacted and an explanation of why you believe the redacted information 
qualifies for confidential treatment under 5 U. S. C. 552(b). If you do not respond within 30 days 
of receipt of this Notice, this constitutes a waiver of your right to contest the allegations in this 
Notice and authorizes the Associate Administrator for Pipeline Safety to find facts as alleged in 

this Notice without further notice to you and to issue a Final Order. 

!f, after opportunity for a hearing, your plans or procedures are found inadequate as alleged in 
this Notice, you may be ordered to amend your plans or procedures to correct the inadequacies 
(49 C. F. R. I't 190. 237). If you are not contesting this Notice, we propose that you submit your 
amended procedures to my office within 30 days of receipt of this Notice. This period may be 
extended by written request for good cause. Once the inadequacies identified herein have been 
addressed in your amended procedures, this enforcement action will be closed. 

In correspondence concerning this matter, please refer to GPF 4-2007%034M and, for each 
document you submit, please provide a copy in electronic format whenever possible. 

Sincerely 

R. M. Seeley 
Director, Southwest Region 
Pipeline and Hazardous Materials Safety Administration 

Enclosure. Response Options for Pipeline Operators in Compliance Proceedings 


